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CERTIFIED TEST REPORT NO. LSC D178
COMPUTED BY LSC PROGRAM **TEST-LITE**

BEGHELLI LEADER BS500 4' INDOOR FLUORESCENT LUMINAIRE CAT. NO. LEADER BS500
WITH SPECULAR REFLECTOR AND 50-CELL SPECULAR LOUVER

TWO PENTRON FP54/841/HO/ECO 4100K 54W T5 FLUOR. LAMPS. LUMEN RATING = 4450 LMS. 
ONE UNIVERSAL ACCUSTART 120-277V 1 OR 2-LAMP ELECTRONIC BALLAST NO. B254PUNV-D

CANDLEPOWER SUMMARY      OUTPUT
LUMENS

ANGLE ALONG  22.5   45   67.5 ACROSS
0   3332  3332  3332  3332  3332
5   3343  3339  3345  3327  3314   323

10   3294  3287  3328  3347  3352
15   3202  3204  3316  3422  3411   933
20   3060  3077  3281  3379  3379
25   2899  2968  3169  3165  3103  1417
30   2715  2807  2961  3020  3109
35 2507  2620  2746  2992  2995  1724
40   2255  2376  2611  2632  2652
45   1956  2106  2197  2068  1937  1527
50   1518  1610  1431   826   482
55    734   857   541   165    59   491
60    151   277    93    13     0
65      0     5     0     2     0    22
70      0 0     0     0     0
75      0     0     0     0     0     0
80      0     0     0     0     0
85      0     0     0     0     0     0
90      0     0     0     0     0

ZONAL LUMENS AND PERCENTAGES

ZONE      LUMENS    % LAMP   %LUMINAIRE
0-30       2672 30.02      41.52
0-40       4396      49.39      68.31
0-60       6413      72.06      99.65
0-90       6435      72.31     100.00
40-90      2039      22.92      31.69
60-90        22        .25        .35
90-180        0        .00        .00
0-180      6435 72.31     100.00

**  EFFICIENCY = 72.3%  **

LUMINANCE SUMMARY-CD. / SQ. M.                          S/MH = 1.4
SC(ALONG) = 1.2, SC(ACROSS) = 1.4

ANGLE ALONG     45    ACROSS      CERTIFIED BY:
45    13918   15697   13837                             DATE:
55     6439    4764     518                             MAR 29, 2008
65        0       0       0       PREPARED FOR:
75 0       0       0           BEGHELLI NORTH AMERICA
85        0       0       0              MIRAMAR, FL, USA

TESTED ACCORDING TO IES PROCEDURES.  TEST DISTANCE EXCEEDS FIVE
TIMES THE GREATEST LUMINOUS OPENING OF LUMINAIRE.

CANDLE POWER SUMMARY
ANGLE ALONG 22.5 45 67.5 ACROSS OUTPUT LUMENS

0 3332 3332 3332 3332 3332
5 3343 3339 3345 3327 3314 323

10 3294 3287 3328 3347 3352 323
15 3202 3204 3316 3422 3411 933
20 3060 3077 3281 3379 3379 933
25 2899 2968 3169 3165 3103 1417
30 2715 2807 2961 3020 3109 1417
35 2507 2620 2746 2992 2995 1724
40 2255 2376 2611 2632 2652 1724
45 1956 2106 2197 2068 1937 1527
50 1518 1610 1431 826 482 1527
55 734 857 541 165 59 491
60 151 277 93 13 0 491
65 0 5 0 2 0 22
70 0 0 0 0 0 22
75 0 0 0 0 0 0
80 0 0 0 0 0 0
85 0 0 0 0 0 0
90 0 0 0 0 0 0

ZONE LUMENS % LAMP % LUMINAIRE
0-30 2672 30.02 41.52
0-40 4396 49.39 68.31
0-60 6413 72.06 99.65
0-90 6435 72.31 100.00

40-90 2039 22.92 31.69
60-90 22 .25 .35

90-180 0 .00 .00
0-180 6435 72.31 100.00

PHOTOMETRIC DATA:

Configuration: BS500T5HO-HT-254W-120/277V-RE-MF

Initial Lamp Lumens: 4450

Luminaire Efficiency: 72.3%

LUMINANCE SUMMARY
Angle° ALONG 45 ACROSS

45° 13918 15697 13837
55° 6439 4764 518
65° 0 0 0
75° 0 0 0
85° 0 0 0




